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VOLITY READY Streaming Starter Set

The VOLITY READY Streaming Starter Set equips you with everything you need right out of the box to set out for new
online worlds and share your experiences. The professional microphone and accessories give you all the tools for you
to share entertaining commentaries on games, esports competitions and other exciting streams – all in the highest
quality. The height-adjustable, flexible swivel-mount microphone arm or the desktop tripod let you position your mic
exactly where you need it. And thanks to its wind shield and pop filter you can transmit your voice cleanly and clearly
all while the shock mount holds the microphone securely in place on the arm. On top of all this, the generous length of
both accompanying cables lets you broadcast from anywhere you want. Simply unbox, assemble and connect directly
with the community.

Features
- Streaming starter set
- All-you-need bundle for streamers
- Microphone with wind shield for crystal-clear voice transmission
- Adjustable swivel-mount microphone arm with integrated cable and desk clamp
- Shock mount holds the microphone securely in place
- Height-adjustable tripod for desktop use of the mic
- Practical gooseneck pop filter
- Separate cable for use without the microphone arm
- Microphone specs: polar pattern: cardioid, transducer type: 16mm electret

condenser, frequency response: 30Hz - 16kHz, sampling rate: 96kHz/24 bit,
sensitivity: -38dB ± 3dB, equivalent noise level: 16dBA max., S/N ratio: 70dB,
impedance: 2.2kΩ, SPL: max. 120dB, connection: USB-A, dimensions: 47 ×
157mm (Ø × H), weight: 179g

- Microphone-arm specs: dimensions: 700mm (total length), weight: 512g,
integrated cable connection: USB-A to USB-B connector, integrated cable
length: 2.9m

- Pop-filter specs: dimensions: 150mm × 148mm (Ø × L), weight: 150g
- Shock-mount specs: dimensions: 95 × 80mm (Ø × H), weight: 150g
- Tripod specs: dimensions (folded): 149mm (H), weight: 231g
- Separate cable specs: connection: USB-A to USB-B connector, length: 1.8m

PU: 8 Piece(s)


